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OPEN ARC WELDING WIRE

# 5 Model k. Bl Application
UPW-613/ MIrEHR, WERTA/A 8
UPW-614 Buffer/hardfacing layers of the C.C. roller and conveyor roll
UPW-616/ ZERE. RATAR/Ra
UPW-626 Buffer/hardfacing layers of the tire and table liner in the vertical mill
S e, M EER, ER, THBR, TehERe
_ Hardfacing layers of the sinter crusher, grate bar, rotating chute and central throat
et RXAFMN, 2L RANMRRER S
z Hardfacing layers of the roller crusher, hammer and roller press
39T &
SUBMERGED ARC WELDING WIRE
# % Model %2 B Application
RAMER, RiLWHER, =R, XHERITAR, #¥ 8 UPW-888 % #
UPW-801 Buffer layers of the roller press, conveyor roll, work roll and backup roll
Applied with UPW-888 flux
MrEHR. WEARITA/2 w, & UPW-882 % #
UPW-813/ ;
UPW.-814 Buffer/hardfacing layers of the C.C. roller and conveyor roll
Applied with UPW-882 flux
M RILRER, BART R/ ®, % & UPW-881/882 1% #
UPW-819/ ; s :
UPW-803 Buffer/hardfacing layers of the pinch roll and wrapping roll
Applied with UPW-881/882 flux
M7 RAXHERITR/ L ®, # 8 UPW-883 4% 7
UPwW-820/ :
UPW-843 Buffer/hardfacing layers of the backup roll
Applied with UPW-883 flux

FMEE & ELSHBT RS

Suzhou U.P. Wear Resistance Compound Materials Co., Ltd.

FELAHAE AN TAAKEERAE RB 1015
No. 101, Jumin Rd., Huangdai Town, Xiangcheng Dist., Suzhou City,
Jiangsu Province, China 215152

#, 4% / Tel: +86-512-82287988
t A / Fax: +86-512-68435027
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STEELMAKING PROCESS

B & ¥/ 32 BLAST FURNACE & SLAG HANDLING

CASTING PROCESS

# ¥ PRODUCT
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Failure mechanism

- Thermal fatigue
- High temperature oxidation & corrosion
- Abrasive wear

Solution

- Open arc hardfacing

Characteristic

- Extremely low carbon avoids
intergranular corrosion

- Precipitation hardening by Nitride

- Nickel enhances anti-corrosion property

Adventure of open are welding

- Low welding heat input

- Low dilution

- Post weld heat treatment is unnecessary
- Capable of repeated refurbishment

Omsxizi Descaling box pinch roll
@ B B M & & $7 Down coiler pinch roll

UPEHRBEASE RS
UP C.C. roller after use
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Other C.C. roller after use

ZEHR A EL EF R ER L All hardfacing wires are self-developed, self-manufactured and customized

FBERHEN LN R ERLR

Provide new-made product and on-site repair

iZit B sh LM IF X & Design automated hardfacing equipment
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O & 49T# R1E1LER = L Optimize welding procedure and parameter
103
103

B EREYL 54 Laboratory inspection and analysis
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Contact UP PLATE or authorized supplier for more case studies and consultancy.



